Conventional generators in power grids are steadily substituted with new renewable sources of electric power. The latter are connected to the grid via inverters and as such have little, if any rotational inertia. The resulting reduction of total inertia raises important issues of power grid stability, especially over short-time scales. With the motivation in mind to investigate how inertia reduction influences the transient dynamics following a fault in a large-scale electric power grid, we have constructed a model of the high voltage synchronous grid of continental Europe. To assess grid stability and resilience against disturbance, we numerically investigate frequency deviations as well as rates of change of frequency (RoCoF) following abrupt power losses. The magnitude of RoCoF's and frequency deviations strongly depend on the fault location, and we find the largest effects for faults located on the support of the slowest mode-the Fiedler mode-of the network Laplacian matrix. This mode essentially vanishes over Belgium, Eastern France, Western Germany, northern Italy and Switzerland. Buses inside these regions are only weakly affected by faults occuring outside. Conversely, faults inside these regions have only a local effect and disturb only weakly outside buses. Following this observation, we reduce rotational inertia through three different procedures by either (i) reducing inertia on the Fiedler mode, (ii) reducing inertia homogeneously and (iii) reducing inertia outside the Fiedler mode. We find that procedure (iii) has little effect on disturbance propagation, while procedure (i) leads to the strongest increase of RoCoF and frequency deviations. This shows that, beyond absorbing frequency disturbances following nearby faults, inertia also mitigates frequency disturbances from distant power losses, provided both the fault and the inertia are located on the support of the slowest modes of the grid Laplacian. These results for our model of the European transmission grid are corroborated by numerical investigations on the ERCOT transmission grid.
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Introduction
The short-time voltage angle and frequency dynamics of AC power grids is standardly modeled by the swing equations [1] . The latter determine how local disturbances about the synchronous operational state propagate through the grid. They emphasize in particular how voltage angle and frequency excursions are partially absorbed on very short time scales by the inertia of rotating machines, before primary control sets in. With the energy transition, more and more new renewable energy sources (RES) such as solar photovoltaic units-having no inertia-and wind turbines-whose inertia is at this time essentially suppressed by inverterssubstitute for conventional power generators. The resulting overall reduction in rotational inertia raises a number of issues related to system dynamics and stability [2, 3] . It is in particular desirable to determine how much inertia is sufficient and where to optimally locate it to guarantee short-time grid stability. Determining the optimal placement of inertia is of paramount importance at the current stage of the energy transition, as it would help determine where the substitution of conventional generators by RES crucially needs to be accompanied by the deployment of synchronous condensers or synthetic inertia.
The impact of lowered levels of inertia on grid stability has been investigated in a number of papers. Gautam et al. [4] and Eftekharnejad et al. [5] emphasized an interesting correlation between the location of inertia reduction and specific electromechanical modes in the case of increased wind turbine and photovoltaic penetration respectively. Ulbig et al. investigated the impact of reduced inertia on power system stability for a two-area model [2] . Extended to three-area systems their analysis led them to postulate that, at fixed amount of inertia, meshed grids have a greater resilience to disturbances than unmeshed ones [6] . These works further raised the issue of optimal inertia placement in a grid with reduced total amount of inertia. This issue is interesting from the point of view of synthetic inertia, obtained by controlling the inverters connecting RES to the grid [7] [8] [9] and which can in principle be deployed where needed. It is moreover crucial to anticipate where the substitution of conventional power generators would require significant inertia compensation and where not. Borsche et al. evaluated damping ratios and transient overshoots to optimize the placement of virtual inertia [10] . Poolla et al. proposed a different placement optimization based on the minimization of H 2 norms [11] , while Pirani et al. adopted an approach based on H 1 norms [12] . As pointed out by Borsche and Dörfler [13] , the objective functions to be minimized in these works are not directly related to the standard operational criteria of Rate of Change of Frequency (RoCoF) or frequency deviations in electric power grids. To bridge that gap, Ref. [13] constructed an inertia placement optimization algorithm based on these criteria.
In this paper we investigate RoCoF's under abrupt power losses in high voltage power grids. We set the fault magnitude at ΔP = 900 MW, large enough to generate a significant response but small enough that it is smaller or equal to the generation capacity of many power plants distributed all over continental Europe. This allows us to compare similar faults at various locations and to directly relate discrepancies in the ensuing disturbance propagation to the geographical location of the fault. By the end of the manuscript we briefly consider larger faults of ΔP = 3000 MW corresponding to the ENTSO-E reference incident [14] . Our goal is to understand how the ensuing disturbance propagates through the system, as a function of the power fault location. To that end we construct a model of the synchronous high voltage grid of continental Europe that includes geolocalization, dynamical parameters and rated voltage of all buses, as well as electrical parameters of all power lines. Our approach is mostly numerical and therefore is not limited by assumptions of constant inertia or damping coefficients that are necessary to obtain analytical results. Our model is unique in that it is based on a realistic map of the distribution of rotational inertia in the synchronous European grid. Disturbance propagation under noisy perturbations have been investigated in a number of works on dynamical networks (see e.g. Ref. [15] [16] [17] ). What makes the present work special is the spatiotemporal resolution of our investigations on large-scale networks, which allows us to correlate the impact of the location of the fault with the nonhomogeneous distribution of inertia and the spatial support of the slowest modes of the network Laplacian.
We numerically simulate sudden power losses at different locations on the grid for various loads. Using the swing equations, we evaluate how the resulting frequency disturbance propagates through the grid by recording RoCoF's at all buses. This is illustrated in Fig 1 for two different fault locations of the same magnitude, ΔP = 900 MW. This relatively moderate fault (on the scale of the European grid) generates a significant response, with RoCoF's reaching 0.5 Hz/ s, over large areas for a power loss in Greece. On the other hand, RoCoF's never exceed 0.1 Hz/s when a fault of the same magnitude occurs in Switzerland. After a systematic investigation of faults over the whole grid, we relate these differences in behavior to (i) the local inertia density in the area near the fault at times t ≲ 1 − 2 s and (ii) the amplitude of the slowest modes of the grid Laplacian on the faulted bus for times t ≳ 1 − 2 s. Point (i) is expected and well known, however point (ii) is, to the best of our knowledge, a new observation. It has in particular the surprising consequence that, when the slowest modes have disconnected structures as is the case of the European grid, frequency disturbances propagate between distant areas, almost without affecting some areas in between. Comparing different scenarios for inertia withdrawal, corresponding to substituting new RES for conventional power plants in different regions, we find that inertia withdrawal from areas with large components of the slowest modes of the grid Laplacian results in significantly higher RoCoF's. This has important consequences for planning and optimal inertia location in future low-inertia power grids.
This manuscript is organized as follows. In Section 2 we give some details of our model and approach. Section 3 presents numerical investigations of RoCoF's under abrupt power losses at different locations on the power grid. It relates the magnitude of the response to such faults to the location of the fault, in particular the amplitude on the slowest Laplacian modes on the faulted bus. Section 4 amplifies on Section 3 by investigating the effect of reducing the inertia on different areas of the grid. We summarize our findings and results in the Conclusion Section. Details on the model and further numerical results are presented in the Appendix.
Transmission grid model
We have imported and combined publicly available data to construct a geolocalized model of the high voltage synchronous grid of continental Europe. The geographical location and the electrical parameters of each bus is determined, including voltage level, dynamical parameters (inertia and damping coefficients), generator type and rated power. Line capacities are extracted from their length. They are compared with known values for a number of lines and found to be in good agreement. Different load situations are investigated using a demographically-based distribution of national loads, together with a dispatch based on a DC optimal power flow. Details of these procedures are given in S2 Appendix. To confirm our conclusions, we alternatively used a model of the Texas ERCOT transmission grid [18] , where inertia and damping coefficients are obtained using the same procedure as for the European model.
The models are treated within the lossless line approximation [1] , where the electrical power P e i injected or extracted at bus #i is related to the voltage phase angles {θ i } as
Here, B ij gives the imaginary part of the admittance of the power line connecting bus #i at voltage V i to bus #j at voltage V j and V is the set of the N buses in the system. Voltages are assumed constant, V i ¼ V and are equal to either 220 or 380 kV. We denote V gen � V the subset of buses corresponding to generator buses. Their dynamics is described by the swing equations [1, 19] 
where o i ¼ _ y i is the local voltage frequency, m i and d i are the inertia and damping coefficients of the generator at bus i respectively. The complement subset V load ¼ V n V gen contains inertialess generator or consumer buses with frequency dependent loads [19] and a dynamics determined by the swing equations [1, 19] 
In (2) and (3), P ð0Þ i gives the power input (P ð0Þ i > 0) at generator buses or the power output (P ð0Þ i < 0) at consumer buses prior to the fault. We consider that (2) and (3) are written in a rotating frame with the rated frequency of ω 0 = 2πf with f = 50 or 60 Hz, in which case 
Disturbance propagation
Our numerical data monitor the voltage angle and frequency excursion following an abrupt power loss. Fig 1 shows two such events with series of snapshots illustrating the propagation of the disturbance over the continental European grid during the first 2.5 seconds after the contingency. The two events differ only by the location of the power loss. In the top row the faulted power plant is in Greece, while in the bottom row it is in Switzerland (fault locations are indicated by purple circles). In both instances, the lost power is ΔP = 900 MW and the grid, including loads and feed-ins, inertia distribution, damping parameters and electrical parameters of all power lines, is the same.
The two disturbance propagations shown are dramatically different. For a fault in Greece, RoCoF's reach 0.5 Hz/s for times up to 2s. The disturbance furthermore propagates across almost all of the grid. Quite surprisingly, it seems to jump from Germany to Spain while avoiding Eastern France, Belgium and Switzerland in between. We have checked that this is not an artifact of the way we plot the average RoCoF, but truly reflects a moderate effect on the local grid frequency in those regions. This is illustrated in The flows exceed their thermal limits by almost 15% in several cases, however they quickly fall back below their thermal limit, which they never exceed for times longer than 10 seconds. Accordingly one does not expect any cascade of failures triggered by line faults in the cases considered here of power losses of 900 MW.
For a fault in Switzerland, on the other hand, RoCoF's never exceed 0.1 Hz/s and the disturbance does not propagate beyond few hundred kilometers. We have systematically investigated disturbance propagation for faults located everywhere on the European grid model and found that major discrepancies between fault located in the Portugal-Spain area or the Balkans generate significantly stronger and longer disturbances, propagating over much larger distances than faults located in Belgium, Eastern France, Western Germany or Switzerland.
This discrepancy in behaviors is partly due to the distribution of inertia in the European grid. As a matter of fact, the latter is not homogeneous, as is shown in Fig 4. Inertia density is smaller in Spain and Eastern Europe and larger in a strip from Belgium to Northern Italy, including France, Western Germany and Switzerland. Inertia is not only position-dependent, Disturbance propagation, inertia location and slow modes in power grids it is also time-dependent as it is directly related to the rotating machines connected to the grid at any given time [2, 6] . Our results below are obtained both for a typical summer evening (with moderate load and thus reduced total inertia) and a typical winter evening (with large load and thus larger total inertia).
To investigate the influence of inertia distribution on frequency disturbance propagation, we simulated the same faults as in Fig 1, first, artificially reducing inertia by a factor of two in France, second artificially increasing inertia by a factor of two in the Balkans. The results are shown in Figs 5 and 6 respectively. First, one sees in Fig 5 that reducing the inertia in France has only a local effect. Frequency disturbance from a nearby fault in Switzerland propagates over a larger distance with reduced inertia in France, as expected, however there is very little effect on disturbance propagation from a power loss in Greece. Particularly interesting is that even with a two-fold reduction of inertia in France, there is no increase of the disturbance affecting Eastern France and only a mild increase of it in Western France from a power loss in Greece. Frequency deviations for three buses in the Balkans, in Eastern France and in Spain are shown in Fig 2(b) . Despite the reduced inertia in France, the french bus still displays only weak oscillations of frequency about an average frequency decrease characteristic of power losses. The overall frequency evolution is surprisingly almost indistinguishable from the case with normal inertia in France in Fig 2(a) . Second, increasing the inertia in the Balkans certainly absorbs part of the frequency disturbance from a nearby fault in Greece. This can be seen in Fig 6. However, relatively large RoCoF's still persists at t > 2 s, with a magnitude that is reduced only because the initial disturbance has been partially absorbed by the increased inertia at short times, t < 1 s. We therefore conclude that strong discrepancies in frequency disturbance propagation depending on the location of an abrupt power loss cannot be understood solely on the basis of inertia distribution. In particular, (i) it is not inertia that renders France almost immune to frequency disturbance generated by a power loss in Eastern Europe or Spain, (ii) it is not only the lack of inertia in the Balkans that allows the persistance there of relatively large RoCoF's at t > 2s. Figs A and B in S1 Appendix further show similar behaviors in disturbance propagation following different faults or under different initial load configurations.
We can gain some qualitative understanding into these phenomena through spectral graph theory under simplifying assumptions on model parameters. From (2) and (3) and for small Disturbance propagation, inertia location and slow modes in power grids angle differences between connected buses in the initial operational state, weak angle deviations have a dynamics governed by Our initial state is a stationary state of (4), characterized by ω i = 0 8i (since we work in the rotating frame) and a set of voltage angles θ (0) . We then let this initial state evolve under (4) after a power loss with P b ! P b − ΔP at bus # b. Using the method of Ref. [20, 21] we can compute frequency deviations at bus #i and time t as a spectral sum over the eigenvectors, {u α }, and eigenvalues, {λ α } of the Laplacian matrix, under the assumption of homogeneous inertia and damping coefficients, u ai u ab sinð ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi l a =m À g 2 =4 p tÞ ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi In real power grids frequencies are monitored at discrete time intervals t ! kΔt, with Δt ranging between 40 ms and 2 s [22]. RoCof's are then evaluated as the frequency slope between two such measurements. In our numerics, we use Δt = 0.5 s. The RoCoF at bus #i reads
Together with (5), this gives
u ai u ab ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi
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The term α = 1 gives a position-independent contribution to the RoCoF, r 
i ðt ! 0Þ ! DP=2pmN. All other terms α > 1 have oscillations with both amplitude and period depending on ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi
. High-lying eigenmodes with large α and large eigenvalues λ α therefore contribute much less than low-lying eigenmodes, both because their oscillation amplitude is reduced and because they oscillate faster, which leads to faster cancellation of terms. With our choice of Δt = 0.5 s we find ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi
Dt 2 ½0:54; 416�
for α > 1 in our model. The second lowest value is ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi l 3 =m À g 2 =4 p Dt ¼ 0:89, almost twice larger than the first one. Fig 7 shows the eigenvalues of the network Laplacian, in particular how they quickly increase in value in the lower part of the spectrum and how their density increases as one reaches the middle part of the spectrum. Accordingly, one expects that only few eigenmodes of the network Laplacian, corresponding to its lowest nonvanishing eigenvalues, effectively matter in the spectral sum in (7). Higher-lying modes have only short-lived contributions.
These results show that, for homogeneous inertia and damping, the short-time RoCoF response r i (t) is inversely proportional to the inertia. The behavior at longer times is determined by the magnitude of the few slowest eigenmodes of the network Laplacian on both the perturbation bus [through u αb in (7)] and the bus where the RoCoF is measured [through u αi ]. ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi
ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi ffi
p Dt (as can be inferred from Fig 7) accordingly, their contribution to RoCoF's, (7) , are at least four times smaller and oscillate four times faster than the Fiedler mode. We therefore neglect them in our qualitative discussions to come.
To assess the disturbance magnitude of a power loss at bus #b over frequencies in the whole grid, one needs to gather information on RoCoF's at different times and locations. We therefore introduce the performance measure
where N sim = 10 is the number of time intervals Δt = 0.5s considered in our numerics. Qualitatively speaking, M b is large, if the RoCoF magnitude |r i | is significant on many nodes and for long times. Fig 2 shows that the total time N sim Δt = t sim = 5 s considered in our numerical calculation of M b is set to include major initial oscillations while neglecting oscillations at longer times of little concern for power grids. The above result (7) suggests that RoCoF's are larger following power losses on buses with large components of the eigenvectors with smallest eigenvalues of the Laplacian matrix. To check whether this result also holds in realistic power grids with nonhomogeneous 
Disturbance magnitude vs. inertia
So far we have established that disturbances have strongly location-dependent magnitudes, and in particular that stronger disturbances originate from buses with large amplitude of the two slowest eigenmodes of the network Laplacian. We next investigate how rotational inertia influences this finding. To that end we modify inertia on the network following three different procedures where the inertia of a generator on bus #i is increased/decreased according to one of the following probability distributions
The first procedure reduces/adds inertia uniformly (indicated by the superscript U ), the second one reduces/adds inertia preferentially on buses with large amplitude of the Fiedler mode (hence the superscript F ) and the third one reduces/adds inertia preferentially on buses with small amplitude of the Fiedler mode (with nF indicating the "non-Fiedler" area). The inertia is then reduced following the first procedure where generator buses become randomly inertialess according to the homogeneous probability distribution (9) . One sees that M b follows the ranking defined by the squared Fiedler components, almost regardless of the amount of inertia in the system, and faults in the Fiedler areas are generically more critical than those in the non-Fiedler areas.
The situation can be dramatically different when following other procedures to add/remove inertia selectively on certain areas. In Fig 11, M b is shown, always for the same power loss. The top left data point (indicated by an arrow) corresponds to the data labeled 2 in the top left of Fig 10 (also indicated by an arrow) . Paths (1) and (3) correspond to adding inertia according to procedure (11), i.e. mostly outside the Fiedler area. This procedure reduces M b by less than 10% upon increasing the total inertia M sys by 30%. Path (2) follows procedure (10) by adding inertia almost exclusively on the Fiedler area. It is much more efficient and leads to a reduction of M b by more than 30% with the same total increase of M sys by 30%. Finally, path (4) illustrates a procedure where inertia is removed from Fiedler areas and added to non-Fiedler areas. In that case, the RoCoF disturbance magnitude increases, even with a global increase of inertia. Taken in reverse direction, path (4) in Fig 11 shows that, quite unexpectedly, grid resilience against faults such as power losses can be enhanced while simultaneously reducing the total amount of inertia.
We finally show in Fig 12 how global RoCoF disturbance magnitudes depend on the location of each of the 20 power losses considered in Fig 10, once inertia is reduced starting from 
Conclusion
We have presented numerical investigations on disturbance propagation following a generator fault in the synchronous transmission grid of Continental Europe. The first step was to build up a numerical model, including all necessary parameters to perform dynamical calculations. To the best of our knowledge, no model of this kind is publicly available.
In real power grids, protection devices disconnect generators if the RoCoF or frequency deviations exceed predetermined thresholds. Therefore we based our performance measure on RoCoF and investigated how the latter evolves in space and time following an abrupt power loss, depending on the location of the latter. We have found that disturbances are stronger, they propagate further and persist longer for faults located on areas supporting significant amplitude of the slowest modes of the network Laplacian. In the case of the European grid we found that the two lowest (but nonzero) modes are particularly important in that respect. They have similar geographical support which we called the "Fiedler area", because the lowest Disturbance propagation, inertia location and slow modes in power grids nonzero mode of a network Laplacian is often called the "Fiedler mode". Amplifying on those results we found that inertia reduction on the Fiedler area leads to an amplified RoCoF response, while reducing the inertia on non-Fiedler area has a much weaker effect, with only a moderate increase of RoCoF's.
The faults considered above correspond to abrupt power losses of ΔP = 900 MW. They lead to maximum RoCoF's magnitudes of 0.5 Hz/s when the fault is located on a Fiedler area under moderate network load conditions. When the fault is located on a non-Fiedler area, RoCoF's never exceed 0.1 Hz/s. These values are significantly larger when considering a normative contingency of ΔP = 3000 MW [14] . This reference incident is usually taken as the tripping of two of the largest European generators, connected to the same bus [14] , however since no such generators exist in the Balkans, we show instead in Fig 13 a similar event resulting from the tripping of two nearby 1500 MW power plants, for the same load conditions as in Fig 1. In the ensuing disturbance propagation, RoCoF's reach values close to 1Hz/s over large areas of south-east Europe for times at least up to 2.5s. Yet, even with a fault of this magnitude, the RoCoF's are much weaker in France and other non-Fiedler areas than in the Balkans and the spanish peninsula-where the two slowest modes of the network Laplacian reside. Frequency deviations are further shown in Fig 14 which shows the same qualitative, if not quantitative behavior as in Fig 2, but amplified by the more than three times larger fault magnitude, ΔP = 900 MW ! 3000 MW.
Our findings emphasize an important aspect of optimal inertia location. Because longrange RoCoF disturbance propagation is controlled by the slowest modes of the network Laplacian, reducing inertia where these nodes reside, areas we called "Fiedler areas", leads to a significantly more sensitive grid than reducing inertia outside these areas. Conversely, substituting inertialess new renewable sources of energy for inertiaful conventional generators critically needs to be accompanied by the deployment of synchronous condensers or synthetic inertia in Fiedler areas, while the need for inertia substitution is lower outside the Fiedler areas. Models similar to our dynamical model for the synchronous grid of continental Europe should prove to be helpful tools in planning for inertia deployment as the penetration of new renewables increases.
As a final comment future works should relate the correlations emphasized in this paper between inertialocation, disturbance propagation and the slow modes of the network Laplacian with those found between the location of inertialess, converter-connected new renewables and specific electromechanical modes in Refs. [4, 5, 23] . Disturbance propagation, inertia location and slow modes in power grids
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